PIPER L-4 GRASSHOPPER

BIRCH PLYWOOD BALSA

POPLAR PLYWOOD LINDEN

Wingspan 3577 mm (140,83 in) SHEET 1 OF 2 - FUSELAGE
Lenght 2227 ¢m (87,67 in) without prop
Wing area 186 sq/dm (20 sqg/ftlaprox PROJECT BY PAOLO SEVERIN
Weight 15 Kg / (33 Ib)with Kavan FK50 twin AUGUST 2011
Engine 30 cc 2 stroke, boxer 4 stroke as OS5 300
or 600 Gemini, Saito 300, Kavan FK50, etc. www.paoloseverin.it
up to 100 cc for big gliders towing
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THREADED HOLES FOR COVERING FIXING
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GLUE WITH C.A. + A BIT OF BYCARBONATH POWDER
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REAR STRUT MOUNTING
FILL WITH

6& MM BIRCH PLY GUSSETS

BEFORE COVERING

SECT A-A
S STABILIZER ADJUSTING SYSTEM

MAKE AN HOLE
IN THE FABRIC

i : INSERT THE 5PRING PIN
TO ADJUSTING IN THE 5SAME HOLE IN EACH SIDE

USE EXAGONAL SCREWDRIVER AND LOCK WITH SCREW
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